[image: image1.jpg]0





Features:   
- H.264 Compression for better video quality & smaller record size 
- 16/9-CH H.264 DVR with Sixplex operation – record, live, playback, backup, control, & remote access 
- Dual Streams for faster Internet transmission
-- Two way Audio communication capabilities 
 Support DDNS - Up to D1 resolution - POS/CMS integration (support access from remote site)
- Mouse Driven GUI Interface 
- Audio Broadcasting facilitates administrator easy to manage multiple DVR through one IE 
- Simple USB Backup 
- Smart search: provides smart search of “Mark specific Area” for quicker search 
- Digital watermark to Prevent film to be altered. 
- Playback search by time or event (alarm, motion, video loss, POS) 
- Internal DVD Models (optional): Video/audio backup to internal DVD, including DVD+RW, DVD+R, and DVD-R 
- eSATA connector for external storage, RAID0-5 (only DVR models with eSATA)
- External USB DVD-RW & USB HDD supported (Backup) 
- Supporting POS/ATM/GPS (only DVR models with RS232 interface) 
- RS-232 and RS-485 for PTZ, keyboard control, 
- Immediately remote trigger I/O devices via IE remote software & Mobile Phone 
- Remote view via Mobile Phone/IE/CMS 
- OCX SDK available for the integration with different applications 
- Free Bundle powerful CMS IE remote management software, control up to 64chs on one screen & no Limitation for number of DVRs connections. 
- Playback recorded video via IE software (Max. 64chs.) 
- Free video player for backup video  
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	Model NO.
	　
	HDVR09T-LPRT
	HDVR16T-LPRT

	 Video 
	　
	　
	　

	
	Operating system
	embedded

	
	Camera inputs
	9
	16

	
	camera loop
	9
	16

	
	Outputs (main)
	main BNCx1, S-videox1, call BNCx1

	
	Display resolution
	720x576


	
	Live frame rate
	NTSC: 120/240/480 fps, PAL: 100/200/400 fps

	 Audio
	　
	　
	　

	
	Inputs 
	RCA x4

	
	Outputs
	RCA x 2

	 Record
	　
	　
	　

	
	Compression
	H.264

	
	Resolution & Frame rate
	NTSC – 120/ 720*480, 240/ 720*240, 480/360*240,                                                                    PAL – 100/ 720*576, 200/ 720*288, 400/360*288

	
	Record quality
	5 levels

	
	Record mode
	always, calendar, motion, alarm

	
	Image size
	NTSC: 5~25 KB, PAL: 4~20 KB

	
	Pre-recording
	yes

	
	Post-recording
	yes

	 Storage
	　
	　
	　

	
	Internal storage-SATA
	DVDx1+HDDx3, or HDDx4

	
	Backup
	USB or DVD/RW or IE download or CMS or IEEE1394 supporting RAID 1-5 (optional)

	 Event
	　
	　
	　

	
	Alarm inputs
	16

	
	Alarm outputs
	2 x N/C, 2 x N/O

	 Network
	　
	　
	　

	
	Remote view
	IE (4 DVRs), CMS (unlimited DVRs) or mobile/PDA view

	
	User management
	3 levels totally 18 accounts

	
	Online viewers
	6 viewers simutaneously

	 General
	　
	　
	　

	
	Operating temperature
	0-600C

	
	Humidity
	10-75 %

	
	Power input
	90-264V AC, 47-63 Hz

	
	Power consumption
	80W at max


