Taiwan Eagle CCTV LTD§ 5

Taiwan EAGLE CCTV
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Optional-3G modem
Operating system Embedded Linux
Camera inputs 4ch
Qutputs (main) CVBS x 1, S-video x 1, (VGA optional)
Display resolution NTSC - 7207480, PAL - 7207576
Live frame rate Up to 30 (NTSC) / 25 (PAL) IPS per camera
Inputs RCA x2
Qutputs RCA x2
Compression H.264

Resolution & Frame rate ~ NTSC — 30 /7207480, 60 / 720"240, 120/360"240, PAL
—25/720°576, 50 / 720"288, 100 / 360"288

Record mode Manual/Schedule/Alarm/Motion/Acceleration/Speed
Pre-recording yes

Post-reccrdini ies

Internal storage 2.5" SATA type HDD x1

Backup SD card, USB disk, USB CD/DVD, whole HDD

Alarm inputs 4
Alarm outputs 1

Remote view IE, free client software for real-time GPS vehicle

trackini. Mobile/PDA

Operating temperature 0oC ~ +500C, with built-in heater

Power input 12 or +24VDC, with acceptable range +9.5~30VDC,
12W Max. without 12VDC output loadina

Power consumption 12W Max. without 12VDC output loading

Operating shock 8G, 11ms (20 per five seconds max)

Operating vibration 5~500Hz, 0.75G (0 to peak)
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