
 Model NO. HDVR04T-L
 Video 

Operating system embedded
Camera inputs 4
Outputs (main) main BNCx1, call BNCx1
Display resolution 720x576
Live frame rate NTSC: 120, PAL: 100

 Audio
Inputs RCA x1
Outputs RCA x1

 Record
Compression H.264
Resolution & Frame rate NTSC – 30 / 720*480, 60 / 720*240, 120/360*240,

PAL – 25 / 720*576, 50 / 720*288, 100 / 360*288
Record quality 5 levels
Record mode always, calendar, motion, alarm
Image size NTSC: 5~25 KB, PAL: 4~20 KB
Pre-recording up to 10 sec
Post-recording up to 60 min

 Storage
Internal storage-SATA HDDx1
Backup USB or DVD/RW or IE download or CMS 

 Network
Remote view IE (4 DVRs), CMS (unlimited DVRs) or mobile/PDA view
User management 3 levels totally 18 accounts
Online viewers 6 viewers simutaneously

Pherical devices
Alarm inputs 4
Alarm outputs 1
RS485 keyboard (keyboard options) yes
RS485 for PTZ yes
RS232 for POS/ATM/GPS -
External storage device interface -

 General
Operating temperature 0oC ~ +50oC
Power consumption DC12V, 24W


