
 

Spec

Mount choices

 

Sensor
Minimum Illumination
Horizontal Resolution

Scanning System
Synchronization
S/N Ratio
Gamma Correction
Electronic Shutter

Lens
Power Supply

Auto White Balance
Auto Gain ControlBack Light
Compensation
Aperture Correction
Dimension
Net Weight
Storage Temperature
Operating Temperature
IR LED

Number of Pixels
2:1 interlace
Internal

Power Consumption
ATW with MCT Technology (Multi-color Temp.)
Full Auto

More than 48dB
0.45
Auto and up to 1/100000
Aspherical Lens option: 2.5 / 3.6 / 4.3 mm or DC
Auto Iris 3.8~9.5mm with True D/N

IR OFF : 180mA ± 10% under DC 12V
IR ON：420mA ± 10% under DC 12V

PAL:752(H)*582(V)
NTSC: 768(H)*494(V)
550 TVL

DC 12V(-/+10%) or DC12V / AC24V (-/+10%)

0.5 Lux / F1.2
Sony Hi-Reso CCD

-30°~ +60°Centigrade
-10°~ +45°Centigrade
850nm * 18

Full Auto
2H Mode of H.V aperture correction
D*H mm 125mm * 68.3mm
750g

Non-Grip Design for preventing intentional grasp and vandalism
Tough conical base with shatterproof dome construction
Independent test monitor output
Vari-focal, Day/Night, Vandal-proof & weatherproof
Dual Power Design
Auto Gain Control (AGC) & Auto exposure (AE)
Aperture Correction & Anti color rolling


